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117 100 64 75,5 150-200-250-300-350-400-500-600 4,03 309SU064 *137 100 84 75,5 150-200-250-300-350-400-500-600 4,09 309SU084 *162 100 109 75,5 150-200-250-300-350-400-500-600 4,17 309SU109 *169 100 116 75,5 150-200-250-300-350-400-500-600 4,20 309SU116 *192 100 139 75,5 150-200-250-300-350-400-500-600 4,27 309SU139 *232 100 179 75,5 150-200-250-300-350-400-500-600 4,40 309SU179 *269 100 214 75,5 150-200-250-300-350-400-500-600 4,51 309SU214 *293 100 240 75,5 150-200-250-300-350-400-500-600 4,60 309SU240 *317 100 264 75,5 150-200-250-300-350-400-500-600 4,67 309SU264 *343 100 290 75,5 150-200-250-300-350-400-500-600 4,75 309SU290 *367 100 314 75,5 150-200-250-300-350-400-500-600 4,83 309SU314 *393 100 340 75,5 150-200-250-300-350-400-500-600 4,90 309SU340 *417 100 364 75,5 150-200-250-300-350-400-500-600 4,99 309SU364 *472 100 419 75,5 150-200-250-300-350-400-500-600 5,20 309SU419 *541 100 488 75,5 150-200-250-300-350-400-500-600 5,40 309SU488 *

R H N Mmm mm mm mm150 406 300 675200 506 350 830250 606 400 985300 706 455 1145350 806 500 1300400 906 555 1460500 1106 650 1770600 1306 750 2085

Inner height (D) 75,5 mmStrong double share Sideband & Frameconstruction with large anti-frictiontriple-pin. Frames opening from innerand outer radius.As standard the chain comes withframes every second link, on requestwith frames every link.Vertical and horizontal modularseparator system is available.

309SUReplace 309SI/SE seriesNylon Cable Chainwith opening frames

Technical characteristics when self-supported
Speed 8 m/s
Acceleration 40 m/s2

For higher requirements please consult our technical dept.

L=         + M   LS2

Length of chain (L) 
Half travel distance
plus length of curve (M)

( )LS2

A B C D R Weight/m Chainmm mm mm mm mm kg Part Number

*Complete the code by inserting the value of the radius (R): Ex. 309SU116 2  5  0Chain equipped with nylon frame every pitch: complete the code by inserting the letter D.Ex. 309SU116250  D

Version with frames mounted on every pitch.

Separator- Unassembled Part.no S309S- Assembled* Part.no S309SMCI- Assembled** Part.no S309SMCEStrong-hold separatorfor C > 250 mm- Unassembled Part.no S309HOFL- Assembled Part.no S309HOFLMCPin Part.no PG309H* for chain opening outer radius** for chain opening inner radius
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309SUNylon Cable Chainwith opening frames

For fürther information pleaseconsult Brevetti Stendalto’sTechnical Office

Add
ition

al lo
ad (

kg/m
)

LS Max unsupported length2

Nylon TypePart Numbers
Complete Set AssembledChain End BracketsType Set309SU... AN309KMComplete Set UnassembledChain End BracketsType Set309SU... AN309KTiewrap ClampAssembl. CFC309S           *KMUnassembl CFC309S           *K

Bright Zinc Plated SteelType Part Numbers
Complete Set AssembledChain End BracketsType Set309SU... A309SKM    **Complete Set UnassembledChain End BracketsType Set309SU... A309SK    **Tiewrap ClampAssembl. SFCT309S           *KMUnassembl. SFCT309S           *K* Inner width (C)** 1=Pos.1; 2=Pos.2; 3=Pos.3*** Available on request in stainless steel

Fig. BChain fixed outside the radius. (Fig B)See end brackets mountingvariations page 31.
Fig. AThe chain can be fixed frontally,inner or outer radius. (Fig A)

How to open the cover.

Separation SystemTo choose the separators seepage. 198

For applications with and weights not included inthe area of the diagramshowing self-supportingcapacity, verify the possibleuse of support rollers (seepage 30).

LS2

The red marking in thediagram area  considers thedifference of weight betweenvarious widths of chainsassembled with nylon framesevery second pitch.

Self-SupportingCapacity DiagramThe maximum length of theself-supporting capacityin relationship to the weightof the cables and hosescontained per linear metre.
( )LS2

Protection version see page 150

Protection version

Chain FType mm309SU064 92309SU084 112309SU109 137309SU116 144309SU139 167309SU179 207 309SU214 242 309SU240 268 309SU264 292 309SU290 318 309SU314 342 309SU340 368 309SU364 392 309SU419 447 309SU488 516 

Chain FType mm309SU064 50309SU084 70309SU109 95309SU116 102309SU139 125309SU179 165 309SU214 200 309SU240 226 309SU264 250 309SU290 276 309SU314 300 309SU340 326 309SU364 350 309SU419 405 309SU488 474 

End BracketsThe end brackets set allows the two ends of the chain to be attached tothe equipment. Set complete with tiewrap clamps available on request.Nylon Type Bright Zinc Plated SteelType***


