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Screw-clamp terminal blocks 

Code CB240 CB340 CB440

ID number CBD.4 CBD.6 CBD.10

For flexible/rigid conductors from 0.5 to 6 mm2 from 0.5 to 10 mm2 from 0.5 to 16 mm2

Nominal current according to CEI EN 
60947-7-1

32 A 41 A 57 A 

Nominal voltage according to CEI 
60947-7-1

1,000 V 1,000 V 1,000 V

Height/ Width/Thickness (mm)
TH/35 7.5 mm 
TH/35 15 mm

52/ 44/ 6.5
60/ 44/ 6.5

52/ 44/ 8
60/ 44/ 8

52/ 44/ 10
63/ 44/ 10

Quantity per pack 100 100 100

CBD Series Terminal 
Blocks

Code CB510 CB610 CB710 CB810

ID number CBD.16 CBD.35 CBD.50 CBD.70

For flexible/rigid conductors from 0.5 to 25 mm2 from 0.5 to 35 mm2 from 1.5 to 50 mm2 from 1.5 to 95 mm2

Nominal current according to CEI EN 
60947-7-1

76 A 125 A 150 A 192 A 

Nominal voltage according to CEI 
60947-7-1

1,000 V 1,000 V 1,000 V 1,000 V

Height/ Width/Thickness (mm)
TH/35 7.5 mm 
TH/35 15 mm

57/ 47/ 12
65/ 47/ 12

60/ 52/ 16
68/ 52/ 16

62/ 57/ 18
70/ 57/ 18

71/ 62/ 20.5
79/ 62/ 20.5

Quantity per pack 50 75 50 40

CBD Series Terminal 
Blocks
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