
Sprinkler Cabinets
3, 6, & 12 Sprinklers, 1/2 or 3/4 Inch NPT 
6 ESFR Sprinklers, 3/4 or 1 Inch NPT
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Technical Services: Tel: (800) 381-9312 / Fax: (800) 791-5500

General 
Description
Tyco® Sprinkler Cabinets are con-
structed of metal enclosures with 
hinged covers designed to provide on-
site storage of an emergency supply 
of sprinklers and a sprinkler wrench. 

NFPA 13 requires a representative 
number of each type of sprinkler used 
in a sprinkler system to be stored in a 
cabinet on-site to allow for immediate 
removal and replacement of sprinklers 
that may have operated or become 
damaged. 

Sprinkler Cabinets are manufactured 
of heavy gauge steel with knock-outs 
to accommodate NPT threaded sprin-
klers and are painted an attractive red 
enamel. 

WARNINGS
The Sprinkler Cabinets described here-
in must be installed and maintained in 
compliance with this document, as 
well as with the applicable standards 
of the National Fire Protection Asso-
ciation, in addition to the standards of 
any other authorities having jurisdic-
tion. Failure to do so may impair the 
performance of these devices.

The owner is responsible for maintain-
ing their fire protection system and de-
vices in proper operating condition. 
The installing contractor or sprinkler 
manufacturer should be contacted 
with any questions.

Technical  
Data 
Material 
 Carbon Steel
Weights
3 Sprinkler Cabinet  . . . . . . . . . . . . .  
. . . . . . . . . . . . . . . . .1.5 Lbs. (0,68 kg)

6 Sprinkler Cabinet . . . . . . . . . . . . . .  
. . . . . . . . . . . . . . . . . 2.3 Lbs. (1,04 kg)

12 Sprinkler Cabinet . . . . . . . . . . . . .  
. . . . . . . . . . . . . . . . . 4.0 Lbs. (1,81 kg)

6 ESFR Sprinkler Cabinet . . . . . . . . .  
. . . . . . . . . . . . . . . . . 3.3 Lbs. (1,36 kg)

Customer Service/Sales:
Tel: (215) 362-0700 / (800) 523-6512

Fax: (215) 362-5385
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FIGURE 3  
12 SPRINKLER CABINET

FIGURE 4  
6 ESFR SPRINKLER CABINET




