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TABLE I 
MINIMUM DEPTH TO T.0.C. DUCTBANK 

U.N.0. ON U/ G LAYOUTS 
DIMENSION 'A' (mm) 

AREA ROADS AND SUBJECT TO 

EMBAN KMENTS VEHICLE LOADS 
NOT IN ROADWAY 

MX14 
(BVR A6) 600 400 

MX17 
(BVR A7) 600 400 

MX20 
400 (8\IR A8) 600 

MX22 
600 400 (BVR A9) 

MX24 
600 400 (8\IR AIO) 

MX33 
400 (BVR C7) 600 

MX40/4 I 600 400 

MX53 600 400 

MX71 600 400 

MX74 800 800 

MX77 1000 1000 

MX81 800 800 
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NOTES 

I. WHERE U/C CABLES ARE ROUTED ACROSS ROADWAYS THEY SHALL 
BE INSTALLED IN DUCTS ENCASED IN CONCRETE (REO COLOURED). 

2. MINIMUM HORIZONTAL SEPARATION DISTANCE OF 600mm SHALL BE 
MAINTAINED BErnEEN ELECTRICAL ANO INSTRUMENTATION DUCT 
BANKS, If THE RUNS ARE PARALLEL. 

3. CONSIDERA TION SHALL BE GIVEN FOR PRE-CASTING DUCT SANKS. 
llHEREVER POSSIBLE ANO ECONOWCAL TO 00 SO. IN CASE OF 
PRE- CAST DUCT BANKS, CONSTRUCTION CONTRACTOR IS 
RESPONSIBLE TO PRO~DE SUITABLE LIFTING ARRANGEMENTS. 

4 FOR PROTECTION OF CONCRETE SURFACES. SEE NOTE 5.0 ON Dll'G. 
No. CB-MXOOIZ-CV-ST0-0001- 001. 

5. FOR DUCT SIZES AND ITS ARRANGEMENTS, REFER TO DUCT BANK 
SCHEDULE. 

6. ALL DUCTS SHALL 8£ SPIGOT ANO SOCl<ET TYPE. SOL VENT WELDED 
JOINTS . 

7 CABLES LAlO DIRECT IN THE GROUND SHALL BE PROTECTED BY 
RED CABLE WARNING TILES LOCATED 200mm ABOVE THE CABLES. 
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